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UBD Slurry Pump

UBD Slurry Pump

This patented centrifugal solids handling pump is
considered the greatest advancement in matrix pumping
and hydro-transport of tailings in the last decade.
Designed with clean hydraulic porting, this pump
incorporates the patented Peak-Flo® recessed volute
with a nesting closed impeller, which prevents
eddy-current induced wear sites and virtually eliminates
recirculation between the impeller shroud and suction
liner. Coupled with o clean suction port and the right
choice of materials, our customers are realizing improved
wear and are switching from the OEM style quickly.

¢ Improved NPSHR, “net paositive suction head required”
* Lower power consumption

* Passes large particle sizes

* Variety of typical sizes

* Wear-resistant materials

* Clear improvement over OEM style

* Uniform wear means extended life

* Available in alloy for coarse feed

* Shell, liners and impellers available in molded-in
Towniprene® urethane

* Volute liners, suction liners and impellers available with bonded
Towniprene® urethane depending upon the application.
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Applications
* Copper and phosphate matrix mining
* Pit and booster pump stations

* Hydro-transport of Qil-Sands feed and tailings

Complete Wet Ends

Designed as a perfect fit to your existing
pump, no change in your piping or drive
mechanism is required unless you choose to
upgrade.

Application-Specific Materials

Townley is unigque to the pumping industry as
we have our own North American white iron

foundry capable of pouring hardened alloys
to suit your application.

Upgrading Your Piping

Townley has many years of experience
providing flex-hose for suction and discharge
service to this pumping application, reducing
vibration and noise, and ensuring in-field fit.

Upgrading Your Pump Assembly

Ask about our new pre-tested hearing
assemblies. With a 48-hour break-in period
on our test stand, you can expect
trouble-free operation on site.
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